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CERTIFICATE No. 4207 
Technical lump gas sulfur of grade 9995 under GOST 127.1-93 

Designation of documents establishing requirements for products: 
GOST 127.1- 93 “Technical sulfur. Technical Specifications” 
OKPD code 2 19.20.23.129: 20.13.66.120 
Batch No.: 4207 
Date of production: 06.08.2020 
Size (weight) of the batch: 261,716 t 
Place of sampling (under GOST 127.3-93): open cars 
Sampling date: 06.08.2020 
Date of testing: 06.08.2020 
The certificate is issued on the basis of: test report No. 4207 of 06.08.2020 

Indicator Name Test method 
Norm under GOST 

127.1-93 
Actual value 

1. Mass fraction of sulfur, % Cl.2 GOST 127.2-93 99,95 min 99,96 

2. Mass fraction of ash, % Cl.З GOST 127.2-93 0,03 max 0.022 

3 Mass fraction of organic substances,% Cl.5.3 GOST 127.2-93 0,03 max 0.018 

4 mass fraction of acids in terms of sulphuric acid, % Cl.4 GOST 127.2-93 0.003 max 0,0028 

5 mass fraction of arsenic, % Cl.6 GOST 127.2-93 0.0000 max _ 

6. Mass fraction of selenium, % Cl.7 GOST 127.2-93 0,000 (max) _ 

7 Mass fraction of water, % Cl.12 GOST 127.2-93 0.2 max 0,128 

8 Mechanical impurities (paper, wood, sand, etc.) GOST127.1-93 not allowed absence 

Conclusion: Technical lump gas sulfur of grade 9995 under GOST 127.1-93  
is compliant with the requirements: 
GOST 127.1- 93 “Technical sulfur. Technical Specifications” 

Additional information: 
- the mass fraction of arsenic and selenium in natural sulfur, obtained from native sulfur ores and in gas sulfur, obtained by the purification of natural gases, as well as waste 
gas from oil refining, is not determined; 
- in lump sulfur, an increase in the mass fraction of water up to 2% is allowed with recalculation of the actual mass of the lot to normalized humidity; 
- transportation and storage - according to GOST 127.1-93. 
- the manufacturer, Bashneft-Ufaneftekhim - a branch of PJSC ANK Bashneft, guarantees that the quality of technical sulfur meets the requirements of GOST 127.1-93, 
subject to observance by the consumer of the conditions of transportation and storage within 1 year from the date of shipment; 
- Safety Data Sheets No. 67827826.02.40685. 

 

mailto:info_bn@bashneft.ru
mailto:info_bn@bashneft.ru

